Small ISR System
* Built From Proven Technology

* VHF, UHF, and SHF Environmental Survey
* Real-time Threat Warning and Situational Awareness
* Remote Operation for Unmanned Reconnaissance Vehicles
 Real-time Data Transfer and Local Storage
* Network Centric Operation and Warfare Compatible

COMINT Capabilities

* Frequency Coverage: 100 MHz to 3.0 GHz
* DF Coverage / Accuracy:

100 MHz to 3.0 GHz / ~7° RMS

» 25 MHz Instantaneous

BW for Detection and DF

* 3 Channel DF
« Signal Classification

ELINT Capabilities

* Freq. Coverage: 2-18 GHz

* DF Coverage / Accuracy:

2-10 GHz / ~20° RMS

* 500 MHz Instantaneous

BW for Signal Detection

* 80 MHz Instantaneous

BW for Direction Finding
* 5 Channel DF

» Emitter Identification

Component Height (in) | Width (in) | Depth (in) | Weight (Ib)
Stingray Chassis 6.25 17.15 15.75 40
Assembly (with Radome) 29 8.5 NA 16

Power: 350 W max. Operating temperature: 0 to +55° C.
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The products on this data sheet are subject to the

controls of the International Traffic in Arms

Regulations (ITAR) and will require authorizations
prior to export out of the U.S. or transfer to any

foreign person.

For more information, contact our office at:
12701 Fair Lakes Circle, Fairfax, VA 22033
703-259-7357 Fax: 703-322-0885
www.argonst.com




